CHEMISTRY MODULE DIMENSIONAL

ENCLOSURE DIMENSIONS

Material: Polycarbonate
Ratings: Nema 4X (IP-66)
V-0 Fire Retardant

ANALYZER DIMENSIONS (WALL MOUNT SHOWN)

Material: Polycarbonate
Ratings: Nema 4X (IP-66)
V-0 Fire Retardant
Enclosure Mounting Options

PIPE MOUNTING

Panel Mounting Options

PANEL MOUNTING

Note: Panel not to exceed 1/4" thick

(4) #10x1/2" FHMS (92-0107)
Supplied with mounting kit

Panel mounting bracket (18-0168)
Supplied with mounting kit

Sealing gasket (43-0013)
Supplied with mounting kit

Must be installed prior to installation into panel

Panel cutout

Panel

ATI-0927

ATI-0928
POWER AND RELAY CONNECTIONS

RELAY WIRING TB4,5,6 DETAIL

FACTORY DEFAULT (NORMAL MODE)

<table>
<thead>
<tr>
<th>RELAY A</th>
<th>RELAY B</th>
<th>RELAY C</th>
</tr>
</thead>
<tbody>
<tr>
<td>COM</td>
<td>NO</td>
<td>NO</td>
</tr>
<tr>
<td>NC</td>
<td>NO</td>
<td>NO</td>
</tr>
<tr>
<td>NC</td>
<td>NO</td>
<td>NO</td>
</tr>
<tr>
<td>NO</td>
<td>NO</td>
<td>NO</td>
</tr>
</tbody>
</table>

FAILSAFE MODE

<table>
<thead>
<tr>
<th>RELAY A</th>
<th>RELAY B</th>
<th>RELAY C</th>
</tr>
</thead>
<tbody>
<tr>
<td>COM</td>
<td>NO</td>
<td>NO</td>
</tr>
<tr>
<td>NO</td>
<td>NO</td>
<td>NO</td>
</tr>
<tr>
<td>NO</td>
<td>NO</td>
<td>NO</td>
</tr>
<tr>
<td>NO</td>
<td>NO</td>
<td>NO</td>
</tr>
</tbody>
</table>

ATI-0930

ATI-0931