ANALYZER DIMENSIONS - WALL MOUNT

Material: Polycarbonate
Ratings: Nema 4X (IP-66)
V-0 Fire Retardant

ANALYZER DIMENSIONS - PIPE MOUNTING

BRACKET CAN BE ROTATED 90° IF DESIRED

Material: Polycarbonate
Ratings: Nema 4X (IP-66)
V-0 Fire Retardant
PANEL MOUNTING DIAGRAM

ISE SEALED FLOWCELL ASSEMBLY (00-1691)

Material: Acrylic
Mounting Plate: PVC

ATI-0864
(63-0090) ISE SENSOR DIMENSIONS

Sensor Dimensional & Wiring

SENSOR CONNECTIONS

- 1 - SEN
- 2 - N/C
- 3 - SHLD
- 4 - JUMPER TO 8
- 5 - N/C
- 6 - N/C
- 7 - WHT
- 8 - RED (w/JUMPER TO 4)

ATI-1046

ATI-1052
POWER, RELAY, AND OUTPUT CONNECTIONS

RELAY WIRING TB4, 5, 6 DETAIL

FACTORY DEFAULT (NORMAL MODE)

RELAY A
RELAY B
RELAY C
COM
NC
NO

FAILSAFE MODE

RELAY A
RELAY B
RELAY C
COM
NC
NO