ATL Entech Design

EchoSmart Power Supply

DIMENSIONAL DRAWING

20.170”

[4.3mm]

THRU HOLES FOR SURFACE
MOUNTING SCREWS (4)

$0.625"
" [#15.9mm]
#1.000”
| [#25.4mm)]
7.090” 6.440”
[180.09mm] [163.6mm]
ECTION STl @
A
2.375”
T [60.3mm]
@ @
30.813”
[220.6mm]
Fits %4” NPT Cord Grip
31.3137
[233.3mm]
Material:

Polycarbonate

CAUTION: Be very careful when removing the knockouts on the enclosure. A small bladed screwdriver tapped firmly
in the knockout recess is all that is necessary. Do not drive the screwdriver blade into the enclosure or it may strike
the circuit board and cause component damage.
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ELECTRICAL CONNECTIONS
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CONFIGURATION OPTIONS

Optional

Internal RF
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24VDC Power
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Optional
External RF
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EchoSmart Power Supply Configurations

Part No. | 115/230 VAC | 24VDC | Wired | Internal RF | External RF *
00-1804 ° °

00-1992 ° °

00-1993 ° °
00-1826 ° °

00-1994 ° °

00-1995 ° °

* Cable length between enclosures must be specified.
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